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UNLESS OTHERWISE SPECIFIED ALL 
DIMENSIONS ARE IN INCHES 
TOLERANCES         
FRACTIONS          ANGLES  
3 DECIMAL PLACES  
2 DECIMAL PLACES  
DIM. TOL. & SURFACE ROUGHNESS 
APPLY        FINISH 

CONTRACT NO. 
                  

ANDREA ELECTRONICS CORPORATION 
620 Johnson Avenue, Suite 1B 

Bohemia NY, 11716 
PREPARED :  J.P. 

SOFTWARE:    

SPECIFICATION 
SPEAKERS AND AMP KIT 

MECH. ENG: J.P. 

ELEC. ENG:  P.L. / S.A. 

 

 
APPROVED: D. ANDREA 
 
 

SIZE 

A 
 DWG. NO. 

C1-1030200-1 
 
APPROVED: C. GUIFFRE 
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Listed items: 
 

a) 66mm speaker    Andrea PN:  C53-SCD0115  Qty 2  (see pages 3,4) 
b) 5W Amp    Andrea PN:  C64-0010  Qty 1  (see page 5) 
c) 5V 2A Power Adapter black,  Andrea PN:  C64-0015  Qty 1  (see page 6) 

with 2 meter wire 
d) 3.5mm M/M patch cable 2 meter Andrea PN:  C73-5075  Qty 1 
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Scope: 
 Type     Permanent-magnet Dynamic Loudspeaker / square flange 
 Dimensions    66mm  
 Power                  Nominal 2W, Maximum input 3W 
   
Electrical Specification: 
  Nominal Impedance   8Ω ±20% test at 1K Hz, 1V 
  Lowest Resonance frequency 180Hz ±15% at 1.0V 
  Output sound Pressure Level 90±3dB at 700Hz, 900Hz, 1KHz and 2KHz at 0.5M, 1W 
  Effective Frequency Band  Fo ~ 15KHz -10dB 
  Listed Frequency Response  250Hz-15KHz 
  Distortion    >10% at 10W, 1KHz 
  Sine Wave Test   3.0V 160Hz~3KHz  Must be normal sine wave   
  Magnet    Size 45mm x 22mm x 8mm, Weight 50g, Material Y25 Ferrite 
  Voice Coil    PI Φ 13.28 Xmax = 1 
 
Reliability: 
  Life Test    Must be normal after load test:  pink noise 3W for 12 hours 
  Heat Resistance            Must be normal after 70±2°C and relative humidity 20-50% for 16 hours 
     and then room temperature for 1 hour 
  Humidity Resistance   Must be normal after 40±2°C and relative humidity 90-95% for 48 hours 
     and then room temperature for 1 hour 
  Cold Resistance   Must be normal after -25±3°C and relative humidity for 16 hours and then 
     Room temperature for 1 hour 
  Drop Resistance   1.5M 75° ± 2° 
  Insulation Resistance  ≥1MΩ 
  RoHS     Compliant 
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 Input voltage: 3V-5V 
 Use high-quality Class D PAM8406 chip 
 HIFI sound quality standard 
 Alternative Output: Class-D or Class-AB 
 5W Output at >10% THD with a 2Ω Load and 5V Power Supply at Class-D Mode 
 3W Output at >10% THD with a 4Ω Load and 5V Power Supply 
 Filterless, Low Quiescent Current and No EMI 
 Low THD+N at Fully Output Range 
 Superior Low Noise 
 Efficiency up to 90% with Class-D Mode 
 No Pop At Turn-on/off 
 Fully Short Circuit Protection With Auto Recovery 
 Thermal Shutdown 
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 5v 2a power adapter 
 UL certificate 
 Black color, US plug 
 DC cable 2 meters 
 Stripped and tinned wires 
 Input: 100-240 VAC, 50/60 Hz, 
 DC output: 5v+/-5% 2a Level VI 
 OVP, OCP, OTP, SCP protection 
 Plastic case is ABS+ pure PC Fireproof materials 


