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Andrea PureAudio USB Sound Card

USB-PA External Soundcard
 · Stereo microphone input and stereo speaker output
 · CompaƟble with most compuƟng devices that
       support a USB audio class driver

USB Compliance
 USB HID Device Class Spec. 1.1 Compliant
 USB Audio Device Class Spec. 1.0 Compliant 
 USB Spec.                  2.0 Full-Speed CompaƟble
    and USB-IF CerƟficaƟon
OperaƟon
  Power    USB
  Microphone Input  2 Channel Stereo
  Audio Output   2 Channel Stereo
  Sampling Rate   8K, 11025, 16K, 22050
    32K, 44.1K and 48KHz
Power Supply
  Supply Voltage   4.5 - 5.5 VDC
  Total Power ConsumpƟon           120 mA

Microphone Input
  A/D Conversion ResoluƟon 16 bit
  THD + N      -84 dB
  Supply Bias Resistor  2.2K Ohm @ 3.3VDC
  Frequency Response  20-20,000 Hz
  Input Range   0 - 1.25 Vrms
  Dynamic Range   95 dB
  Record Gain Range  -6 to 33 dB

Stereo Speaker Output
  D/A Conversion ResoluƟon 16 bit
  THD + N   -91 dB 
  Frequency Response  20-20,000 Hz
  Output Load   32 Ohm
  Output Voltage   1.27 Vrms
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